


117-119 N. Washington Street, Owosso

FROM ORIGINAL WINDOW OPENINGS,
RETAIN ORIGINAL WINDOWS IF THEY
STILL EXIST

\\ REMOVE ALL SIGNAGE
— REMOVE 100D COVERING STOREFRONT

TRANSOMS, RETAIN ORIGINAL TRANSOM
WINDOWS F THE STLL BT

EXISTING CONDITIONS

Nor ToscALE

PAINT COLOR LEGEND (NOT FOR COLOR MATCH)

SHERWIN WILLIAMS

] SW 2801 - RODKWOOD DARK RED

SERNNWLLAKS
- ROOKWOOD SASH GREEN

SERNNWLLANS
W/ 2809 - ROOKWOOD SHUTTER GREEN

SHERWIN WILLIAMS
SW 2857 - PEACE YELLOW.
- SHERWIN WILLIAMS

SW 2801 - 6991 - BLACK MAGIC

EXSTING BLUE OF Tes

AWNING COLOR LEGEND _(NOT FOR COLOR MATCH)

a AWNING - SUNBRELLA
#4774 - GINZA ONYX

-

T FEMOVE ANY PANT AND.CLEAN. REPOINT, AND REPAIRALL MASONRY WHERE NEEDED
(0o FOR PROPE! BRIEFS
NABBITIONAL INFORMATION” SECTION)

— REPAIR ALL ORIGINAL
WINDOWS IF POSSIBLE, SEEK

SPECIALISTICONTRACTOR
— R BEFORE PROCEEDING

e

1 TS DRAWING IS INTENDED T0.
PROVDE A SCHEVATICOSSION R
TAGAOE RELTATION O
THE EXSTIG SR ING (oo
AT ADISLSS NDICATED.

2. RECOMMENDATIONS ARE 3ASED
N A PRELIMNARY REVIEW.
THE EXISTING CONDITIONS.

ALL WORK SHALL CONFORM TO.
ECRETARY OF INTERIORS.
STANOARDS FOR REHABILTATION

ASoEvE.OPED D

BRIEFS AND CONTRACTORS
LIST IN “ADDITIONAL
INFORMATION" SECTION)

WHERE ORIGINAL WINDOWS.
ARE MISSING, INSTALL NEW
IDOWS TO MATCH
ORIGINALS SEEN IN HISTORIC
PHOTOGRAPHS

REPAIR AND PAINT ALL

% % WOODWORK

~ REPAIR ORIGINAL TRANSOM
WINDOWS F EXISTING,
OTHERWISE NSTALL NEwW
TRANSOMS, TYP., OF 4

— PAINT STOREFRONTS

| — INSTALL NEW SIGNAGE.
= INDIVIDUAL LETTERS

NTED
(SEE "ADDITIONAL INFO™
SECTION)

suors | ranodacs Accesdofes

St ochaae NTOF THE
ITERIOR.

RENOVE" 1§ GNNAS A
GIREETIY, 50 50 WIH EXTRENE

SBIACT 13 NOT BAVAGES

— &
RETRACTABLE CANVAS.
AWNINGS, TYP, OF 2

f— INSTALL V-KOOL FILM ON
WNoOWS TO MNMZE
ROM SUNLIGHT
{SEE ADOITIONAL NF"
SECTION)

[— ADD VINYL WINDOW
ETTERING TO STOREFRONT
DOORS

~— REMOVE PAINT FROM STOREFRONT TILES EXPOSING ORIGINAL BLUE COLOR

02 | PROPOSED FACADES - EAST ELEVATION

MERRILL
117-119 N, WASHINGTON
OWOSSO, M| 48867

1012010

128 S. Main Street, Wayland

Examples of Design Assistance
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108-110 Kent Street, Portland

01 | EXISTING CONDITIONS

10 SCALE

— REMOVE ALL WINDOWS.

—— REMOVE ALL EXTERIOR INSULATION
FINISH SYSTEM FROM BUILDING

——— REMOVE ALL NON-HISTORIC INFILL
FROM ORIGINAL ST
9%EG INLUDING: v
0ORS, ANG WALL FRAMING AN
SEATING

INSTALL NEW DOUBLEHUNG

WINDOWS TO MATCH

COLOR LEGEND (NOT FOR COLOR MATCH|

A I: BENJAMIN MOORE
d
-

LONG-TERM PLAN

AC-1- COASTAL FOG

st taients
2, RECOVMENDATIONS ARE SASED
GPON A PRELIVINARY REVIEW OF
THE EXISTING CONDITIONS.

BENJAMIN MOORE
HC-168 - CHELSEA GRAY

2, ALL WORK SHALL CONEORY T0
ECRETARY OF INTERIORS.

BENJAMIN MOORE T
HC-166 - KENDALL CHARCOAL

BENJAMIN MOORE
HC-64 - TOWNSEND HARBOR BROWN AR RENOYE: 3 GG
SIRECTIE D050 W EXTRENE

REMOVE ALL EXTERIOR
INSULATION FINISH SYSTEM
FROM SIDE OF BULONG,
REPAIR, REPOINT, AND CLEAN
MASONRY IF NEEDED AND

g
MR
e
G
eanly e
(e =
EDWIN BISHOPP
108-110 KENT STREET
PORTLAND, M| 48815
02 ‘ PROPOSED FACADE - EAST ELEVATION 03 ‘ PROPOSED FACADE - NORTH ELEVATION
\ x| worrosous | wormosoas
419 E. Main Street, Boyne City
WINDOW OPENING SHERWIN WILLIAMS ;'1' o e
S 7503- STICKS & STONES o ';'p‘.tf%”m”‘“ s
SHERWIN WILLIAMS S NDIGATE

TRIM, AND FRAMING ON THE
NORTH ELEVATION, TYP. OF 4

REMOVE LATTICE AND FENCING —

REMOVE WINDOWS, FRAMING,
AND INFILL FROM OPENING ON
THE EAST ELEVATION ——

EXISTING CONDITIONS

scas

01

PAINT BUILDING
CORRUGATED HETAL SIDIN, COLOR A
WOOD TRIM, COL

INSTALL WOOD TRIM AROUND ALL OPENINGS

INSTALL WOOD WINDOW INILLIN OPENING,
OPTION: INSTALL OPERABLE OVERHEAT
DOOR IF NEEDED

SHERWIN WILLIAMS

W 2839 - ROYCROFT COPPER RED WORK SHALL CONEORY T0

EXISTING CORRUGATED METAL AsomvELoprD.
PARK SERVICE WITHIN T
STATES OEPARTNENT OF T
EXISTING CONCRETE e
e RENOVES 15
SIRECTIY, 50 S0 WITH EXTRENE
SN N oS 10
ENSURE THAT THE EXISTING
MATERIAL UNDERNEATH ANDOR
ABIAGENT. 1S NOT DAVAGED,

METAL FRAME, COLOR: B ~—

5. THIS SCHENATIC OESIGH

04 | CANOPY DETAIL

a | worros

INSTALL NEW WOOD WINDOW IN ORIGINAL OPENING

INSTALL NEW SIGNAGE WITH GOOSENEGK LIGHTING

INSTALL CORRUGATED METAL s
/ CANOPY ABOVE DOOR WITH i .
HISTORIG NTEGRITY A NTONT
0 10 PROVIoE

(SEE ABOVE FOR DETALL)

ATIONMEASURES.

NOBLETT

INSTALL NEW SIMPLE METAL FENCING WITH
‘GATE AROUND EXTERIOR DISPLAY AREA —

INSTALL NEW FRAMING AND CORRUGATED
METAL SIDING TO REMOVE EXISTING OPENINGS

02 | PROPOSED FACADE - EAST ELEVATION

o To SCaLE

419 E. MAIN STREET
BOYNE CITY, MI 49712

~ INSTALL NEW WOOD DOUBLE
DOORS, COLOR: C

o

Y8-sonieciry

03 | PROPOSED FACADE - NORTH ELEVATION

w | vorrosons

Examples of Design Assistance
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